
Explanation of Item Number

Accumulator

① ④ ④ ⑤ ⑥ ⑨④ ⑤ ⑦ ⑨④ ⑤ ⑧ ⑨- - -

⑨⑨⑨ SPECIAL SPECIFICATION

* * *

⑧ SPECIFICATION 
OF SHELL SURFACE TREATMENT SERVICE FLUID

C

Material
(Carbon 
Steel)

Zinc Phosphate 
D

A
※

B
 

 ※

N  

Paint CoatingW

H  

※

①

H

JAPAN
(Japan)

F
Health Act (Japan)
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S CANADA
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A AUSTRALIA
N OTHER

※

⑥
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Q
 

R

NOMINAL GAS VOLUME

⑤ ⑤ ⑤

MPa L

Mass
kg

A + A’+ L C F H G R
E J

Allowable Oil Flow Rate 

[    ]
Possible Oil 
Flow Rate

15 ① ② - Y 1 5 M P - L 6 0 - ⑥ ⑦ ⑧

※

21 ① ② - Y 2 1 M P - L 6 0 - ⑥ ⑦ ⑧

25 ① ② - Y 2 5 M P - L 6 0 - ⑥ ⑦ ⑧

28 ① ② - Y 2 8 M P - L 6 0 - ⑥ ⑦ ⑧

33 ① ② - Y 3 3 M P - L 6 0 - ⑥ ⑦ ⑧

Dimensional Table

※

⑦ SPECIFICATION FOR OIL PORT SIDE
A Carbon Steel 

D Stainless Steel ※4

③ SERIES
Y

② ③

②

N
 

H

L

F

E
Ethylene Propylene 

C
(CR)

G
(CHC) 

V
(FKM)

MAWP
④ ④ ④ ④

3 3 M P

※

※

Dimensional Drawing

Gas Charging Side Spec:RGas Charging Side Spec:Q
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Y Series 60L Carbon SteelY  S e r i e s

Bladder Type Accumulator Low Height Type Standard Accumulator

60L Carbon Steel 

B
lad

d
er Typ
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w
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・S
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ard



Typical Exploded View

①
②
③ O-ring

④
⑤ Stop Ring

⑥

⑦ (Two Pieces Type)

⑧

⑨ Spring

⑩
⑪ O-ring

⑫
⑬
⑭
⑮
⑯ O-ring

⑰

⑱
⑲
⑳

※
※ ⑭

③⑪ ⑬

Piping Connection
Dimensional Drawing

Applicable 

MAWP

Connection 
Port Size A C D E

F

O-Ring

15MPa
21MPa
25MPa

6RCM75R03N25M

6RCM75R04N25M

6RCM75R06N25M

6RCM75R08N25M

6RCM75R10N25M

6RCM75R12N25M

28MPa
33MPa

6RCM75R03N35M

6RCM75R04N35M

6RCM75R06N35M

6RCM75R08N35M

6RCM75R10N35M

● Bushing

Applicable 

MAWP
CPS A C H e E

F
G

O-Ring

15MPa
21MPa

6FCM7515AX007

38 84

6FCM7520AX006 38
6FCM7525AX005

6FCM7532AX004

6FCM7540AX003

6FCM7550AN21M

6FCM7565AN21M

25MPa
28MPa
33MPa

6FCM7532AN35M

6FCM7550AN35M 84

● Flange (with Counter Flange)

Applicable 

MAWP
CPS A C D E F

G
H

O-Ring

15MPa
21MPa

6FCM7532DN21M

6FCM7540DX013

6FCM7550DN21M

6FCM7565DN21M

25MPa
28MPa
33MPa

6FCM7525DX030

6FCM7550DN35M

● Valve Flange

Dimensional Table

F

E

D C

A
B

● Bushing

B

D

A

E
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H
C

4-d4

AB

● Flange (with Counter Flange)

B
A
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C
D

F
E
G
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● Valve Flange

A
B
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※
※
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Y Series 60L Carbon SteelY  S e r i e s

Bladder Type Accumulator Low Height Type Standard Accumulator

60L Carbon Steel 
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33

Item Number of Accumulator ① ② -Y15MP-L60-⑥ ⑦ ⑧ ① ② -Y21MP-L60-⑥ ⑦ ⑧ ① ② -Y25MP-L60-⑥ ⑦ ⑧ ① ② -Y28MP-L60-⑥ ⑦ ⑧ ① ② -Y33MP-L60-⑥ ⑦ ⑧

Optional 
Parts

Gas Charging Tools Kit ※         

For 
Installation

      

Bladder 
Replacement

Parts

② ②

Tools Cap Wrench

Dynac Valve 
Replacement 

(DV Spec.)

Parts Spring

Tools

For Oil Port 
Valve Assembly

Tools

Separately 
Available 

Parts
Containing Glycerol

G G

Accessories/Tools

※  
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Y Series 60L Carbon SteelY  S e r i e s

Bladder Type Accumulator Low Height Type Standard Accumulator

60L Carbon Steel 
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Explanation of Item Number

Accumulator

① ④ ④ ⑤ ⑥ ⑨④ ⑤ ⑦ ⑨④ ⑤ ⑧ ⑨- - -

⑦ SPECIFICATION FOR OIL PORT SIDE
E High Flow Type Carbon Steel 

G High Flow Type Stainless Steel

⑨⑨⑨ SPECIAL SPECIFICATION

* * *

⑧ SPECIFICATION 
OF SHELL SURFACE TREATMENT SERVICE FLUID

C

Material
(Carbon 
Steel)

Zinc Phosphate 
D

A
※4

B
 

 ※4

N  

Paint CoatingW

H  

※

①

H

JAPAN
(Japan)

F
Health Act (Japan)

M ASME

S CANADA
A AUSTRALIA
N OTHER

※

⑥

A

D

Q
 

R

NOMINAL GAS VOLUME

⑤ ⑤ ⑤

Dimensional Drawing

A F

H

Do

B
C

R

K
ME

G

J

L

Gas Charging Side Spec:Q Gas Charging Side Spec:R

MPa L

Mass
kg

A + A’+ L C F H G K M R
E J

Allowable Oil Flow Rate 

[    ]
Possible Oil 
Flow Rate

15
① ② - Y 1 5 M P - L 6 0 - ⑥ E ⑧

※

① ② - Y 1 5 M P - L 6 0 - ⑥ X ⑧ 275

21
① ② - Y 2 1 M P - L 6 0 - ⑥ E ⑧

① ② - Y 2 1 M P - L 6 0 - ⑥ X ⑧ 275

25 ① ② - Y 2 5 M P - L 6 0 - ⑥ E ⑧

Dimensional Table

※

A
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Do

F G

J

L

③ SERIES
Y

② ③

②

N
 

H

L

F

E
Ethylene Propylene 

C
(CR)

G
(CHC) 

V
(FKM)

MAWP
④ ④ ④ ④

封 印
SEALED

A'
10
9

10
6

A'

※

※

①②-Y④④④④-L60-AE⑧ ①②-Y④④④④-L60-AX⑧275
※
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Y Series 60L Carbon SteelY  S e r i e s

Bladder Type Accumulator

60L Carbon Steel 

Low Height Type High Flow Accumulator
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Typical Exploded View Typical Exploded View

⑩
⑪
⑫
⑬ O-ring

⑭ O-ring

⑮
⑯
⑰

⑱ Cap Screw

⑲ Flange

⑳ O-ring

①
②
③ O-ring

④
⑤ Stop Ring

⑥

⑦ Spring

⑧
⑨ O-ring

※
※ ⑪

③⑨ ⑩

※
※ ⑭

③⑪ ⑬

⑩
⑪ O-ring

⑫
⑬
⑭
⑮
⑯ O-ring

⑰

⑱

⑲ O-ring

⑳
㉑
㉒
㉓
㉔ Spring Washer

㉕ Flange

㉖ O-ring

㉗

㉘
㉙

①
②
③ O-ring

④
⑤ Stop Ring

⑥

⑦ (Two Pieces Type)

⑧

⑨ Spring
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Y Series 60L Carbon SteelY  S e r i e s

Bladder Type Accumulator

60L Carbon Steel 

Low Height Type High Flow Accumulator
B
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Low Height Type High Flow Accumulator



Item Number of Accumulator

① ② -Y15MP-L60-⑥ X⑧ ① ② -Y21MP-L60-⑥ X⑧ ① ② -Y25MP-L60-⑥ ⑦ ⑧

① ② -Y15MP-L60-⑥ X⑧ 275 ① ② -Y21MP-L60-⑥ X⑧ 275

Optional 
Parts

Gas Charging Tools Kit ※         

For 
Installation

      

Bladder 
Replacement

Parts

② ②

Tools Cap Wrench

Dynac Valve 
Replacement 

(DV Spec.)

Parts Spring

Tools

For Oil Port 
Valve Assembly

Tools

Separately 
Available 

Parts
Containing Glycerol

G G

Accessories/Tools

※  
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Y Series 60L Carbon SteelY  S e r i e s

Bladder Type Accumulator

60L Carbon Steel 

Low Height Type High Flow Accumulator
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Explanation of Item Number

Accumulator

① ④ ④ ⑤ ⑥ ⑨④ ⑤ ⑦ ⑨④ ⑤ ⑧ ⑨- - -

⑦ SPECIFICATION FOR OIL PORT SIDE
Y

M

SPECIAL SPECIFICATION

* * *

SPECIFICATION 
OF SHELL SURFACE TREATMENT SERVICE FLUID

C

Material
(Carbon 
Steel)

Zinc Phosphate Treat-
D

A
3

B
 

 3

N  

Paint CoatingW

H  

H

JAPAN
F

Health Act (Japan)

M ASME

N OTHER

A

Q
 

R

NOMINAL GAS VOLUME

MPa L

Mass
kg

A + A’+ L C F H G K M R
E J

Allowable Oil Flow Rate 

[    ]
Possible Oil 
Flow Rate

① ② - Y 2 1 M P - L 6 0 - ⑥ Y ⑧

Dimensional Table

Dimensional Drawing

SERIES
Y

N
 

H

L

F

E
Ethylene Propylene 

C
(CR)

G
(CHC) 

V
(FKM)

MAWP A
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K
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Gas Charging Side Spec:RGas Charging Side Spec:Q
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Y Series 60L Carbon SteelY  S e r i e s

Bladder Type Accumulator

60L Carbon Steel

Low Height Type Super High Flow Type Accumulator
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Accessories/Tools
Typical Exploded View

※
※ ⑪

③⑨ ⑩

※  
       

① ② -Y21MP-L60-⑥ Y⑧

Optional 
Parts

Gas Charging Tools Kit ※     

For 
Installation

      

Bladder 
Replacement

Parts

② ⑤ ⑤ ⑤ A

Tools Cap Wrench

Dynac Valve 
Replacement 

(DV Spec.)

Parts Spring

Tools

For Oil Port 
Valve Assembly

Tools

Separately 
Available 

Parts
Containing Glycerol

G

⑧
⑨ O-ring

⑩
⑪
⑫
⑬
⑭ O-ring

⑮

⑯

⑰ O-ring

⑱ Flange

⑲ O-ring

①
②
③ O-ring

④
⑤ Stop Ring

⑥

⑦ Spring 
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Y Series 60L Carbon SteelY  S e r i e s

Bladder Type Accumulator

60L Carbon Steel

Low Height Type Super High Flow Type Accumulator
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